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PRODUCT DESCRIPTION

Ability to create a line of light
Concealed aluminum components
Can be mounted in 0.62" / 16 mm thick drywall
ETL listed and approved for installation in all closet storage areas
when factory built by KLUS as fixtures with 4.5w/ft or less.

FINISH :
Non anodized (raw)
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TECHNICAL SPECIFICATION

Application

- create a line of light in walls and ceilings
- intended for 0.62" / 16mm thick drywall

Assembly

- fixed in the gap using mounting adhesive

- extrusion wings covered with gypsum plaster

- The PROTECTIVE INSERT TECH-22 ensures that the profile slot remains wide enough for the snap-in cover.
  Its use is NECESSARY during mounting and finishing works.

Additional information

KOZUS extrusion can be fixed in slots made in previously fitted drywall using gypsum adhesive (GS 20 CECOL)
or mounting adhesive. KOZUS can be used in areas without altering or cutting existing beams/studs as long as a
minimum of 5/8" gypsum has been used in that area. 

Before you fix the extrusion in drywall, you should take care to lead the power cables out. They can be led in
the extrusion by cutting a hole in the aluminum or end cap. After the glue dries, cover aluminum collars thinly
with a suitable adhesive, put the drywall mesh on, fill all and when dry, sand it in such a way that it does not
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affect the base edge of the extrusion. Finally, apply paint over the base edge of the extrusion. 

Make  sure  to  cover  the  extrusion  while  performing  the  above  work.  When  you  have  finished,  remove  the
working cover, mount the LEDs, solder the power wires, and finally, use the LIGER 22 cover with the associated
120 diode/meter (38 diode/foot) minimum for LED's to assure a homogenous line of light.

Turn off LED lights during peak day light hours in outdoor applications to avoid excessive heat buildup which will
result in diminished LED life.

AVAILABLE LENGTHS

Ref. nr. surface finish available lengths

B7823NA_1 Non anodized (raw) 39.4''

B7823NA_2 Non anodized (raw) 78.75''

TECHNICAL DRAWING
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RELATED PRODUCTS

COVERS

G-K Cover semi-
transparent
Ref: 00415

TECH-22
Protective Insert
Ref: 17124

G-L Cover semi-
transparent
Ref: 17008

HS-22 Cover clear
Ref: 17022

LIGER-22 Cover
frosted
Ref: 17032

G-K Cover frosted
Ref: 17007

G-L Cover frosted
Ref: 00413

LIGER-22 black
Cover
Ref: 17044

HS-22 Cover
frosted
Ref: 17011

END CAPS

KOZUS End cap
Ref: 24148
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ACCESSORIES

L135 Coupler
Ref: _

L135PW Coupler
Ref: _

L135PZ Coupler
Ref: _

L90 Coupler
Ref: _

L90PW Coupler
Ref: _

L90PZ Coupler
Ref: _

ZM-NA-120
Connector
Ref: 42729

ZM-NA-135
Connector
Ref: 42725

ZM-NA-180
Connector for
non-anodized
extrusions
Ref: 42724

ZM-NA-90
Connector for
non-anodized
extrusions
Ref: 42723

ZM-NA-PION-90
Connector for
non-anodized
extrusions
Ref: 42726
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